
ER FUEL TANK

STANDARD FUEL TANK

KIT # 15-2:
RV-14ER SPAR & OUTBOARD LEADING EDGE 

MODIFICATION

Note:
This assembly procedure covers the modifications to a not-yet-assembled wing that are required to 
allow installation of a Sky Designs ER fuel tank.

The modifications to an already assembled wing are covered by the assembly procedure for Kit # 15-
1.

Assembly of the ER fuel tank is covered by the assembly procedure for Kit # 15-3.
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A210029

FIGURE 2: MATCH-DRILL SPAR WEB

DETAIL A
(SCALE 1:4)

MATCH-DRILL
#30,

6 PLACES

CLECO,
6 PLACES

W-00006-L

CLECO,
6 PLACES

MATCH-DRILL
#12

MATCH-DRILL
#12

210029-INBD

210029-OUTBD

CLECO,
6 PLACES

FIGURE 1: SPAR WEB DRILL TEMPLATE

210029-INBD 210029-OUTBD

INBD/OUTBD
BREAK LINE

NOTE: This assembly procedure has been crafted under the assumption 
that no work has been done to the standard RV-14 Wing Kit as supplied 
from Van's.

If some assembly steps have been completed, the builder is required to 
incorporate the steps outlined in this assembly procedure in the sequence 
best suited to the level of completion of that particular wing kit.

Step 1: Go to the Van's Assembly Manual, Section 13 and complete all the 
steps called-out on Page 02.

Step 2: The 210029 Spar Web Drill Template is supplied as a single part but it 
is used as two separate parts, 210029-INBD and 210029-OUTBD.

Separate the 210029 into 210029-INBD and 210029-OUTBD as shown in 
Figure 1.

Step 3: Cleco the 210029-INBD Spar Web Drill Template and 210029-OUTBD 
Spar Web Drill Template to the W-00006-L Main Spar Assembly as shown in 
Figure 2, Detail A.

Using the #12 holes in the spar web drill templateS as drill guides, match-
drill #12 the spar web at all the locations shown in Figure 2, Detail A.

Using the open/non-clecoed #30 holes in the 210029-OUTBD spar web drill 
template as a drill guide, match-drill #30 the spar web at the locations 
shown in Figure 2, Detail A.

Remove the spar web drill templates from the spar and deburr both sides of 
all the newly drilled holes.

Step 4: Repeat Step 3 for the W-00006-R Main Spar Assembly.
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210023

210023

FIGURE 1: MATCH-DRILL SPAR FLANGE DOUBLERS

W-00006-L

A

A

B

B

MATCH-DRILL
#19MATCH-DRILL #19

VIEW A-A
VIEW NORMAL TO WING SPAR UPPER FLANGE

MATCH-DRILL
#40

MATCH-DRILL
#40

MATCH-DRILL
#40

VIEW B-B
VIEW NORMAL TO WING SPAR LOWER FLANGE

MATCH-DRILL
#19 MATCH-DRILL #19

MATCH-DRILL
#40

MATCH-DRILL
#40

MATCH-DRILL
#40

Step 1: Cleco at all open rivet holes and #8 screw (two inboard locations) the 210023 Spar Flange Doubler to the 
upper flange of the W-00006-L Main Spar Assembly as shown in Figure 1 and View A-A.

Using the spar flange doubler as a template, match-drill #40 and cleco all 3/32 holes in the spar flange doubler.

Using the spar flange doubler again as a template, match-drill #19 at all screw hole locations in the spar flange 
doubler.

Step 2: Cleco at all open rivet holes and #8 screw (two inboard locations) the 210023 Spar Flange Doubler
to the lower flange of the W-00006-L Spar as shown in Figure 1 and View B-B.

Using the spar flange doubler as a template, match-drill #40 and cleco all 3/32 holes in the spar
flange doubler.

Using the spar flange doubler again as a template, match-drill #19 at all #8 screw
hole locations in the spar flange doubler.

Step 3: Remove both 210023 Spar Flange Doublers from the W-00006-L Main Spar Assembly,
mark each spar flange doubler "upper left" or "lower left" as appropriate, and set aside
for later installation.

Step 4: Repeat Steps 1 through 3 for the W-00006-R Spar.
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FIGURE 1: UPPER SPAR FLANGE DOUBLER TRIM

TRIM SHADED AREA TRIM SHADED AREA

OUTBOARD SEGMENT MID SEGMENT INBOARD SEGMENT

OUTBOARD SEGMENT MID SEGMENT

FIGURE 2: LOWER SPAR FLANGE DOUBLER TRIM

TRIM SHADED AREA TRIM SHADED AREA

INBOARD SEGMENT

Step 1: Trim away the shaded areas from both the upper left and upper right 210023 Spar Flange Doublers as shown in Figure 1.

Mark each un-labeled segment "upper left" or "upper right" as appropriate.

Step 2: Trim away the shaded areas from both the lower left and lower right 210023 Spar Flange Doublers as shown in Figure 2.

Mark each un-labeled segment "lower left" or "lower right" as appropriate.

Step 3: Prime all twelve spar flange doubler segments.

Step 4: Go to the Van's Assembly Manual, Section 13, Page 03 and complete steps 1 through 3 on both the W-00006-L and W-00006-R Spars.
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210023 UPPER
OUTBOARD SEGMENT

210023 UPPER
INBOARD SEGMENT

210023 LOWER
OUTBOARD SEGMENT

210023 LOWER
INBOARD SEGMENT

K1000-08
2X MS20426AD3-4.5

210023 LOWER
MID SEGMENT

K1000-08
2X MS20426AD3-4.5

K1000-08
2X MS20426AD3-4.5

210023 UPPER
MID SEGMENT

MS21051L08
2X MS20426AD3-4.5

MK1000-08         
2X MS20426AD3-4.5         14X

MS20426AD3-4, TYP
ALL SPAR FLANGE DOUBLER

TO SPAR FLANGE RIVETS

FIGURE 1: INSTALL SPAR FLANGE DOUBLERS

LEAVE
HOLE OPEN,

DO NOT RIVET

LEAVE
HOLE OPEN,

DO NOT RIVET

Step 1: Install all segments of the upper left 210023 and lower left 210023 Spar Flange Doublers and 
nutplates to the W-00006-L Main Spar Assembly as shown in Figure 1.

Step 2: Repeat Step 1 for the W-00006-R Main Spar Assembly.

NOTE: Despite the fact that the ER fuel tank skin nutplates are a different type than the
standard fuel tank skin nutplates, the exact same technique is used for countersinking
all fuel tank attach screw holes.

Countersinking of those holes where "reduced spacing" (MS21071 or MK1000) nutplates
are used will clip the corners of the flush rivet factory heads. This is expected and is
perfectly acceptable.

Step 3: Go to the Van's Assembly Manual, Section 13, Page 03 and complete steps
4 and 5 on both the W-00006-L and W-00006-R Spars.

Step 4: Go to the Van's Assembly Manual
and complete Section 13,Page 03, Step 6
through Section 17, Page 02, Step 3.
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DRILL #40

CUT LENGTH
40.313 [1023.9mm]

 

 

0.313 [7.9mm]

 

 

CENTERLINE
0.313 [7.9mm]

FROM EDGE

CENTERLINE
0.313 [7.9mm]

FROM EDGE

 

0.313 [7.9mm]

 
 

 

CUT LENGTH
40.313 [1023.9mm]

DRILL #40

Step 1: The flanges of the W-1008 Splice Ribs and W-1009 Leading Edge Ribs are notched where they
form around the tight curvature of the leading edge. Despite the notching, the flanges still
do not form perfectly but turn-out slightly faceted.

Buff the edges of the splice and leading edge rib flanges as shown in Figure 1
on an abrasive wheel in order to minimize the tendency for them to appear
faceted instead of curved.

Step 2: Deburr all holes and edges of the W-1008 Splice Ribs
and W-1009 Leading Edge Ribs.

Step 3: Dimple all the #40 holes in the flanges of all the
W-1008-L & -R Splice Ribs and W-1009-L & -R Leading
Edge Ribs.
Dimple the #40 nutplate attach holes in the W-1008-R
Splice Rib. See Page 17-06, Figure 1 to determine
proper dimple orientation.
Final-Drill #40 the screw holes in the
W-1008-R Splice Rib. See "Final Drill"
call-out on Page 17-06, Figure 1.

FIGURE 1: BUFF FLANGE EDGES

W-1008-L/R
W-1009-L/R

Step 4: Fabricate the W-00008
Leading Edge J-Stiffener for both
the left and right wing assemblies
by cutting two pieces of J-channel,
each one to the length called-out
in Figure 2. An abrasive cutting
disk in a die grinder works well for
cutting the J-channel.

Draw a centerline on the flange of
each J-stiffener as shown in
Figure 2.

Drill #40 a hole in the outboard end 
of each J-stiffener located as shown 
in Figure 2 (W-00008-L) and Figure 3 
(W-00008-R).

FIGURE 2:
W-00008-L
J-STIFFENER

FIGURE 3:
W-00008-R
J-STIFFENER
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 0.313  0.313 

0.250
NOTCH DEPTH

6.430
EDGE OF PART TO
CENTER OF NOTCH

 R0.125 

FIGURE 1: CREATE NOTCHES IN SPLICE STRIPS

0.250
HOLE WIDTH,

TYP

6.398
CENTER OF HOLE
TO AFT FLANGE

A
A

FIGURE 2:
CREATE CLEARANCE HOLE IN SPLICE RIB

W-1008-R

0.200
HOLE DEPTH,

TYP

SECTION A-A

Step 1: The 210031 Splice Strips must be modified as shown in Figure 1 to provide 
clearance for a rivet shop head.

Place the two splice strips flat on a work surface as shown in Figure 1. Measure, 
mark, then cut the notches into the edges of the splice strips.

NOTE: Because the two 210031 Splice Strips are supplied flat it is important to 
remember to dimple one part in one direction and the other part in the opposite 
direction.

Step 2: Final-Drill #40 all .094 [2.4 mm] holes in the 210031 Splice Strips.
Deburr the #40 holes.

Step 3: Dimple all the #40 diameter holes in the 210031 Splice Strips.

Step 4: Final-Drill #19 all .161 [4.1 mm] holes in the 210031 Splice Strips.
Deburr the #19 holes.

NOTE: Holes dimpled for a #8 screw have a tendency to crack if not deburred
carefully. Before dimpling, verify that the holes have been drilled to final size 
AND deburred.

Step 5: Dimple the #19 holes in the 210031 Splice Strips for a #8 screw.

Step 6: The W-1008-R and W-1008-L Splice Ribs must be modified as shown in 
Figure 2 to provide clearance for a rivet shop head.

Measure, mark, then cut the notches into the web and flange of the splice ribs 
using a 1/4 inch diameter round file or a die grinder.

SPLICE STRIP LOWER SURFACE
HAS TWO CLOSELY SPACED HOLES
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TRIM AWAY TWO
INBOARD RIB BAYS

FROM W-00001

INITIAL TRIM ALONG
THIS LINE OF RIB HOLES

W-00001-L TRIMMED

MATCH-DRILL ALL RIBS,
THESE TWO LOCATIONS

(STEP 5)

W-1009-R

W-1009-L

W-00008-L

FIGURE 1: TRIM LEADING EDGE SKIN & MATCH-DRILL J-STIFFENER

Step 1: Using a cutting wheel or tin snips, trim-off the two inboard rib bays of the W-00001-L & -R Leading Edge Skins as shown in 
Figure 1. Trim along the third row of holes from the inboard edge.

The leading edge skins will be final-trimmed in a subsequent step so this initial cut does need not to be particularly accurate or 
straight.

Step 2: Remove the protective vinyl coating from the inside surface of the W-00001-L & -R Leading Edge Skins.

Step 3: Insert the W-00001-L Leading Edge Skin into the cradle. Cleco the W-1009-L & -R Leading Edge Ribs to the leading edge skin 
as shown in Figure 1.

Step 4: Insert the W-00008-L Leading Edge J-Stiffener into the assembly as shown in Figure 1. Insert a cleco through the outboard 
most J-stiffener rivet hole in the W-00001-L Leading Edge Skin and the single hole in the J-stiffener. See Figure 1.

Align the centerline drawn on the flange of the W-00008-L Leading Edge J-Stiffener with the holes in the W-00001-L Leading Edge 
Skin, clamp in place then match-drill #40 and cleco the J-stiffener to the skin. Cleco as you drill.

Step 5: Match-Drill #40 the W-00001-L Leading Edge Skin to the W-1009-L & -R Leading Edge Ribs at the aft most rib to skin rivet 
hole both top and bottom. See Figure 1.
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A

210030

FIGURE 1: MATCH-DRILL OUTBD LEADING EDGE

W-00006-L
W-00001-L TRIMMED

DETAIL A
(SCALE 1:4)

210030

MATCH-DRILL USING
ALL HOLES ALONG
THIS EDGE, TOP &
BOTTOM SURFACE

DO NOT DRILL, TYP
ALL HOLES ALONG

THIS EDGE
W-00006-L

W-00001-L TRIMMED

DISTANCE FROM
HOLE CENTER TO

EDGE OF DRILL TEMPLATE
MUST BE EQUAL
FRONT & REAR

DISTANCE FROM
HOLE CENTER TO

EDGE OF DRILL TEMPLATE
MUST BE EQUAL
FRONT & REAR

Step 1: Remove the outboard leading edge, ribs, and j-stiffener subassembly from the cradle and cleco it to the W-00006-L Spar as 
shown in Figure 1.

Step 2: Cleco the 210030 Outboard LE Skin Drill Template to the W-00001-L Outboard Leading Edge Skin and W-00006-L Spar as 
shown in Figure 1 and Detail A.

Be sure that the outboard leading edge drill template fits tightly and smoothly to the skin and that the edge of the drill template is 
parallel to the outboard leading edge ribs. Parallelism is verified by carefully measuring from the outboard edge of the drill
template to the center of the holes of the rib just outboard of the template. Measure aft, near the spar, and measure
forward, near the leading edge, and make sure that the two measurements are as close to equal as possible.

If required, the front of the drill template can be moved by placing the edge of a popsicle stick or paint
stirring stick against the edge of the drill template and tapping gently with a hammer or mallet.

Step 3: Match-drill #40 the W-00001-L Leading Edge Skin using the 210030 Outboard LE Skin Drill Template
at the locations called-out in Figure 1, Detail A. Insert a cleco in each hole after it is match-drilled.

Step 4: Using a sharp awl or a box-cutter, scribe the W-00001-L Outboard Leading Edge Skin along the
inboard edge of the 210030 Outboard LE Skin Drill Template. Scribe as close to the edge of the
outboard LE skin drill template as possible.

Step 5: Remove the 210030 Outboard LE Skin Drill Template from the W-00001-L Leading Edge
Skin and W-00006-L Spar, then remove the outboard leading edge, ribs, and j-stiffener
subassembly from the spar.

Step 6: Remove the W-00008 Leading Edge J-Stiffener and W-1009-L & -R Leading Edge Ribs
from the W-00001-L Leading Edge Skin.

Step 7: Repeat Steps 3, 4, and 5 on Page 8 and Steps 1 through 6 on this page for the
right side outboard leading edge.

Step 8: Using a cutting wheel, cut the W-00001-L & -R Leading Edge Skins approximately 1/8 inch inboard of the scribe line. 

Using tin snips, trim the outboard leading edge skins to within a few thousandths of the scribe line.

Clean-up the tin-snipped edge with a file making the final edge as straight and square and true as possible. It is acceptable
and even beneficial to file away up to .005 inches of material on the other side of the scribe line as this will allow for a
tiny amount of clearance between the trimmed edge of the outboard leading edge skin and the ER fuel tank skin.

Step 9: Deburr then dimple the #40 holes in the W-00008 Leading Edge J-Stiffeners and
W-1009-L & -R Leading Edge Ribs.

NOTE: Do not dimple the outboard most row of holes in the leading edge skins
(used later for wing tip attachment).

Step 10: Remove the protective vinyl coating from the outside surface of the
W-00001-L & -R Leading Edge Skins then dimple the leading edge skins.
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FIGURE 3:
INSTALL SPLICE

STRIP NUTPLATES

210031 (LEFT)

MS21053L08

K1100-08D,
17 PL

MS20426AD3-3.5,
TYP

Step 1: Dimple the .098 [2.5 mm] diameter holes in all four W-00018 Backing Plates. See Figure 1.

Dimple the .098 [2.5 mm] diameter holes in both W-00017 Mount Brackets. See Figure 2.

Step 2: Prime all parts if/as desired. For those builders preferring a finish such as matte black or gloss white 
inside the landing light coves, now is the recommended time to apply finish paint to the following 
parts/locations:

Outboard rib bays of W-00001-L & -R Leading Edge Skins.

Inboard sides of outboard W-1009-L & -R Leading Edge Ribs.

Outboard sides of second leading edge rib.

Forward sides of W-00017 Mount Brackets.

W-00018 Backing Plates.

Step 3: The nutplates called out in Figures 1 & 2 must have their attach holes dimpled before installation. 
Dimple one full shipset of all the nutplates called out in Figures 1 & 2. See Van's assembly manual section 5.16 
for more information on dimpling nutplates.

Step 4: Install nutplates to all four W-00018 Backing plates as shown in Figure 1.

Install nutplates to both W-00017 Mount Brackets as shown in Figure 2.

Step 5: Bend the 210031 Splice Strips to match the leading edge shape of the W-00001-L & -R Leading Edge 
Skins. The splice strips are bent such that the dimples protrude inward as the flush heads of the rivets are on 
the outer surface of the wing.

Use of an approximately 2 inch diameter round object - your favorite back-riveting bucking bar or perhaps a 
piece of tubing - will help in accurately forming the leading edge bend in the splice strips. The final bend angle 
should be approximatly 90 degrees. It is not necessary to bend the splice strip anywhere but at the leading 
edge and it is better if the radius of the part is slightly larger than 1 inch and the bend angle is slightly less than 
90 degrees.

Install nutplates to the left and right splice strips as shown in Figure 3.

FIGURE 1:
INSTALL BACKING
PLATE NUTPLATES

FIGURE 2:
INSTALL MOUNT

BRACKET NUTPLATES
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W-1009-R

W-1009-L

W-00008-L

FIGURE 1: OUTBOARD LEADING EDGE SUBASSEMBLY

W-1008-R

210031 (LEFT)

W-00001-L

Step 1: Insert the W-00001-L Leading Edge Skin into the cradle as shown in Figure 1.

NOTE: Refer to Van's assembly manual Page 17-08, Figure 1 for rivet call-outs.

Step 2: Cleco all the W-1009 Leading Edge Ribs, the 210031 (left) Splice Strip, and the W-1008-R Splice Rib to the W-00001-L Leading
Edge Skin as shown in Figure 1.

Rivet the aft most two holes in the leading edge ribs and splice rib, top and bottom, then rivet all parts together progressively 
working towards the leading edge.

Step 3: Cleco then rivet the W-00017 Mount Bracket to the W-00001-L Leading Edge Skin. See Van's assembly
manual Page 17-06, Figure 2.

Step 4: Cleco then rivet the W-00008-L Leading Edge J-Stiffener tothe W-00001-L Leading Edge Skin. See Figure 1.

Step 5: Repeat steps 2, 4, 5, and 6 on this page for the right side leading edge skin, ribs, splice strip,
mount bracket, and J-stiffener.

Step 6: Remove any clecos holding the W-1012-R Outboard Wing Rib to the Left Main Spar
Assembly. Remove the Leading Edge Assembly from the cradle and cleco it to the
Left Main Spar Assembly.

Step 7: Rivet the W-1009-R Leading Edge Rib to the Main Spar Assembly and
W-1012-R Wing Rib as shown in Van's assembly manual Page 17-08, Figure 2.

Step 8: Rivet the W-1008-R Splice Rib and all remaining W-1009 Leading Edge
Ribs to the Main Spar Assembly as shown in Van's assembly manual
Page 17-08, Figure 2.

Step 9: Rivet the W-00001-L Leading Edge Skin to the Main Spar Assembly
flanges. See Van's assembly manual Page 17-08, Figure 1 for rivet call-outs
EXCEPT at the holes common to the 210023 Spar Flange Doubler Outboard
Segments where longer grip length rivets must be used.

Step 10: Repeat the steps on this page for the right side
outboard leading edge assembly.

Step 11: Go to the Van's Assembly Manual and complete
all the steps on Page 17-09.
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